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operating system may be e.g. the POSIX interface used on UNIX based systems. The group 
of tests 5 comprises a set of tests such as test-1 to test-N referenced as 51 and 56. The test 
framework 4 comprises a test launcher 42 and test tools 41. The test framework may be seen 
as a software framework. 

In figure 3, the test launcher is adapted to invoke the operating system to create a set of 
active entities 6 in memory (e.g. in RAM) comprising a set of processes such as process 1 
to process j referenced as 61 to 66. Each process may be seen as a program instance. Each 
process comprises one thread at its creation, which may be called main thread. A thread may 
be seen as a program state instance. The test launcher is also adapted to invoke the operating 
system to create further threads in memory (e.g. in RAM) for each process. Figure 3 
illustrates process 1 having i threads Tl,l to Ti,l referenced as 611 and 612 and process j 
having i threads Tlj to Ti j referenced as 661 and 662. 

Figure 4 shows a more functional view of figure 3. Thus, the test launcher comprises a 
process and thread creation module 43. This module 43 is adapted, responsive to parameters 
defining the number of processes and corresponding threads, to invoke the operating system 
to create the processes 1, 2 to j referenced as 61, 62, 66 and their corresponding threads 
Tl,l; Ti,l; Tl,2; Ti,2; Tlj; Ti,j referenced as 611, 612, 621, 622, 661, 662. 

The module 43 may further invoke the operating system to create supplementary process(es) 
and/or threads on an already created process's invocation. 

The test launcher also comprises a process and thread deletion module 44. This module 44 
is adapted: ■ 

- responsive to a deletion request coming from the main threads of each process, to invoke 
the operating system to delete threads of corresponding processes; 

- to invoke for a deletion of a given process to the operating system. 

To test the operating system, for instance in stressing conditions, a number of processes and 
corresponding threads are created. Test-1, test- 2, test- 3, test- 4, test- 5 to test- N referenced 
as tests 51, 52, 53, 54, 55 and 56 are applied repetitively, e.g. during L loops, and in parallel 
in each process and in each thread of the processes. At a given instant, a first thread may not 
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Stress testing at low cost through parallel execution of unit tests 

5 This invention generally relates to the computer software technology, more precisely to 
execution of tests on operating systems. 

Robust operating systems require to be tested, e.g. to detect problems in execution on 
operating systems, or to improve configuration of the operating systems. Thus, operating 
10 systems are nowadays tested with validation tests executed sequentially. 

Such sequential execution does not permit to test operating systems in exceptional 
conditions, e.g. in stressing conditions. Thus, limits of the operating systems can only be 
determined partially and inefficiently. 

15 

A massive parallel execution of unit tests enables to simulate an overhead of test executions. 
However, such massive parallel execution of unit tests is time and resource consuming and/- 
or necessitates the design of a dedicated framework enabling such parallel executions. 

20 A general aim of the present invention is to provide advances with respect to such 
mechanisms. 

The invention concerns a method of testing an operating system comprising the steps of: 
a. invoking the operating system to create a process, said process having a first thread, 
25 b. executing repetitively at least a test function in said first thread of process, 

c. repeating step a. and step b. so as to create processes and to execute the test function in 
parallel and repetitively in the first thread of created processes until a given condition is 
satisfied, said given condition comprising the operating system resources being exhausted. 

30 The invention also concerns a framework for testing an operating system, said framework 

working in relation with at least a test function. This framework comprises a test launcher 
capable of 

- performing invocation of the operating system to create a process, said process having a 
first thread, 
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- performing execution of the test function in said first thread of process repetitively, 
and capable of repeating said invocation and execution so as the test launcher is capable of 
performing execution of the test function in parallel and repetitively in the first thread of 
created processes until a given condition is satisfied, said given condition comprising the 
operating system resources being exhausted. 

Other alternative features and advantages of the invention will appear in the detailed 
description below and in the appended drawings, in which : 

- figure 1 is a general diagram of a computer system in which the invention is applicable; 

- figure 2 is a portion of the diagram of figure 1 in more detail, in relation with a test 
framework and a group of tests according to the invention; 

- figure 3 is a portion of the diagram of figure 2 in more detail, in relation with a set of active 
entities 6 according to the invention; 

- figure 4 is a portion of the diagram of figure 3 in more detail, in relation with modules of 
the test framework; 

- figure 5 is a flow chart for executing tests in parallel according to the invention; 

- figure 6 is a flow chart of an example of test applied to an operating system. 

As they may be cited in this specification, Sun, Sun Microsystems, Solaris, ChorusOS are 
trademarks of Sun Microsystems, Inc. SPARC is a trademark of SPARC International, Inc. 

This patent document may contain material which is subject to copyright protection. The 
copyright owner has no objection to the facsimile reproduction by anyone of the patent 
document or the patent disclosure, as it appears in the Patent and Trademark Office patent 
file or records, but otherwise reserves all copyright and/or author's rights whatsoever. 
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This invention also encompass software code, especially when made available on any 
appropriate computer-readable medium. The expression "computer-readable medium" 
includes a storage medium such as magnetic or optic, as well as a transmission medium such 
as a digital or analog signal. 

5 

In figure 1, this invention may be implemented in a computer system, or in a network 
comprising computer systems. The hardware of such a computer system is for example as 
shown in Fig.l, where: 

- 11 is a processor, e.g. an Ultra-Sparc; 

10 - 12 is a program memory, e.g. an EPROM for BIOS, a RAM, or Hash memory, or any other 

suitable type of memory; 

- 13 is a working memory, e.g. a RAM of any suitable technology (SDRAM for example); 

- 14 is a mass memory, e.g. one or more hard disks; 

- 15 is a display, e.g. a monitor; 

15 - 16 is a user input device, e.g. a keyboard and/or mouse; and 

- 21 is a network interface device connected to a communication medium 20, itself in 
communication with other computers. Network interface device 21 may be an Ethernet 
device, a serial line device, or an ATM device, inter alia. Medium 20 may be based on wire 
cables, fiber optics, or radio-communications, for example. 

20 

Data may be exchanged between the components of figure 1 through a bus system 10, 
schematically shown as a single bus for simplification of the drawing. As is known, bus 
systems may often include a processor bus, e.g. of the PCI type, connected via appropriate 
bridges to e.g. an ISA bus and/or an SCSI bus. 

25 

In the foregoing description, the variables as L, N, i, or j are integers. 

A test, also called a test function, may be seen as a program to test or to check the behavior 

of an operating system. 



30 Figure 2 and 3 illustrates an exemplary embodiment. A processor 1 1 is adapted to work with 
an operating system, e.g. UNIX. To test this operating system, a test framework 4 is adapted 
to work on the basis of a group of tests 5. This test framework comprises a generic 
environment to execute tests. This generic test environment for executing tests on an 
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operating system may be e.g. the POSIX interface used on UNIX based systems. The group 
of tests 5 comprises a set of tests such as test-1 to test-N referenced as 51 and 56. The test 
framework 4 comprises a test launcher 42 and test tools 41. The test framework may be seen 
as a software framework. 

In figure 3, the test launcher is adapted to invoke the operating system to create a set of 
active entities 6 in memory (e.g. in RAM) comprising a set of processes such as process 1 
to process j referenced as 61 to 66. Each process may be seen as a program instance. Each 
process comprises one thread at its creation, which may be called main thread. A thread may 
be seen as a program state instance. The test launcher is also adapted to invoke the operating 
system to create further threads in memory (e.g. in RAM) for each process. Figure 3 
illustrates process 1 having i threads Tl,l to Ti,l referenced as 611 and 612 and process j 
having i threads Tl j to Ti j referenced as 661 and 662. 

Figure 4 shows a more functional view of figure 3. Thus, the test launcher comprises a 
process and thread creation module 43. This module 43 is adapted, responsive to parameters 
defining the number of processes and corresponding threads, to invoke the operating system 
to create the processes 1, 2 to j referenced as 61, 62, 66 and their corresponding threads 
Tl,l; Ti,l; Tl,2; Ti,2; Tl j; Ti,j referenced as 611, 612, 621, 622, 661, 662. 

The module 43 may further invoke the operating system to create supplementary process(es) 
and/or threads on an already created process's invocation. 

The test launcher also comprises a process and thread deletion module 44. This module 44 
is adapted: 

- responsive to a deletion request coming from the main threads of each process, to invoke 
the operating system to delete threads of corresponding processes; 

- to invoke for a deletion of a given process to the operating system. 

To test the operating system, for instance in stressing conditions, a number of processes and 
corresponding threads are created. Test-1, test- 2, test- 3, test- 4, test- 5 to test- N referenced 
as tests 51, 52, 53, 54, 55 and 56 are applied repetitively, e.g. during L loops, and in parallel 
in each process and in each thread of the processes. At a given instant, a first thread may not 
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execute the same test as a second thread. In other words, the instant of execution of a given 
test may be different in each thread. 

In a particular embodiment, the tests invoked by each thread may be chosen randomly 
5 amongst the N tests. 

Figure 5 illustrates a method 100 for executing tests in parallel in different threads. Thus, 
at operation 101, a user, who wishes to test the operating system, may choose parameters 
and send them to the test framework. These parameters may comprise the number of 

10 processes to be created. These parameters may also comprise the number of threads to be 
created. These parameters may be stored in advance, e.g. in a configuration file. Thus, at 
operation 102, the user may invoke the process and thread creation module to firstly create 
the number of required processes. To create this required number of processes, the process 
and thread creation module invokes the operating system. Each process is created with a 

15 main thread. 



At operation 104, each main thread in each process may invoke a test initialization. Then, 
at operation 106, if the user has invoked creation of other threads at operation 101, the 
process and thread creation module permits the creation of the required number of threads 
20 in each process. The test tools module comprises tools to detect problems such as creation 

problems, e.g. these tools may comprise sending error messages. 

Thus, at operation 108, according to the number of processes and threads, the test launcher 
manages the execution of tests through the exemplary following execution modes : 
25 -mono-thread (i=l) and mono-process mode (j=l); 

in this first mode, the tests are executed by a single thread in a single process; 
-multi-thread (i>l) and mono-process mode (j=l); 

in this second mode, the tests are executed in parallel by multiple threads in a single process; 

- mono-thread (i=l) and multi-process mode (}>1); 

30 in this third mode, the tests are executed in parallel by a single thread in multiple processes; 

- multi-thread (i>l) and multi-process mode (j>l); 

in this fourth mode, the tests are executed in parallel by multiple threads in multiple 
processes. 



< 
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The first mode authorizes a repetitive sequential execution of a set of tests on the single 
thread of the single process. Even after a long time of execution using this first mode, a 
problem concerning the operating system, e.g. resource missing, may not appear. Thus, to 
provide a more complete and faster error detection, the other modes authorize a repetitive 
5 execution of a set of tests on each thread of each process, called parallel execution. 

In another embodiment, operations 101 to 108 may be applied for one process having at least 
one thread. Then, these operations may be repeated to create in parallel other processes 
having at least one thread. These creation operations may be applied to overload the 
10 operating system until operating system resources are exhausted. The operating system has 

then no more resources to create other processes and/or threads. These creation operations 
may also be applied until reaching a selected number of process and/or threads. 

In the foregoing description, a test may be divided into several actions called portions of test. 

15 For an operating system, executing tests in parallel in different threads may mean executing 

tests or portions of tests sequentially in different threads according to thread priority and 
time-sharing. In a first execution example, portions of an identical test may be authorized 
to be executed in different threads alternatively and in parallel. In a second execution 
example, an identical test may be authorized to be executed entirely only in one thread 

20 before being executed in another thread. 

In addition, the test launcher makes every thread of every processes sequentially execute 
repetitively the different tests which are embedded in the group of tests. Tests are adapted 
to use primitives to be called and global variables to be read, both provided by the test tools 
25 module for executing tests in parallel. For example, primitives may enable at the test level 

to check if allocated memory for tests has been released, or if files opened during execution 
of tests have been closed. 

Tests may follow basic rules to be embedded into the test framework using e.g. the POSIX 
30 interface. As an example, the list below describes some of these conditions : 

a- tests may be aware of their own execution in parallel, execution realized in multiple active 
entities (threads/processes) 



1er depot 



7 

b- point a- implies that tests may assign unique names to all resources they dynamically 
create. For instance, to guaranty a unique name for a file corresponding to a given thread in 
a given process, the file name may be composed with the thread and process identifier, e.g. 
/foo_th_23 _proc_67 for thread 23 and process 67. This rule may be comprised in the rules 
5 of the test tools module 

c- point a- may also implies that data used by tests may be private, e.g. automatically 
allocated or dynamically allocated. To access to global variables, mutual exclusion is 
needed. 

10 When launching a test program, three arguments may be provided to the test framework: 

- i, the number of processes 

- j, the number of threads within every process 

- L, the number of times every thread of every process will execute the N different tests. 

15 By providing appropriate values for these three numbers, a given set of tests can bemused to i 

heavily stress an operating system by having the tests executed with as much parallelism as *h 
desired or required. 

In an embodiment, the user may choose the number j of processes to be created, the number 
20 i of threads to be created, which may be different for each process, and the number of loops * 
L to apply tests to each thread of each process in parallel. In this embodiment, the operating 
system may be tested in normal conditions or in more stressing conditions according to the 
choice of the user. In another embodiment, the choice of the variables j, i and L may be 
automatically provided by the test launcher 42. 

25 

More generally, the load, which can be exercised on an operating system with the same set 
of tests, may be seen as unlimited when using the parallel execution of tests in each thread 
of processes. 

30 At operation 112, each main thread of each process may delete the other threads of 

processes. Then, each main thread may invoke the test termination at operation 114. Each 
process may be deleted at operation 116. 

< 
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In figure 6, an example of test is represented. At operation 202, the required result is to 
create a file, which may be done according to given rules in the test tools. At operation 204, 
if the result obtained is not the one required, an error called error 1 is sent to the framework 
at operation 206 and the test ends at operation 215. Else, the test continue at operation 208. 

5 

The required result is to delete the created file. At operation 208, if the result obtained is not 
the one required, an error called error 2 is sent to the framework at operation 212 and the test 
ends at operation 215. Else, a message "OK" is sent to the framework at operation 214 and 
the test ends at operation 215. 

10 

In the case of a message "OK", the test is successful for the operating system. In the other 
cases, e.g. in operation 206 or 212, the type of error may determine if the operating system 
has failed or if other problems appeared (e.g. resource missing). 

15 The test framework which creates the set of active entities 6 may be comprised in a product 

being a software package to test systems, e.g. operating systems. 

The invention is not limited to the hereinabove described features. 

20 Thus, other interfaces than POSIX may be used to execute tests on other systems. 

The structure comprising the test framework interacting with a group of tests and a set of 
active entities may test an operating system working in relation with one or more processors. 
Moreover, this structure may test data base server working in relation with one or more 
25 processors. In another embodiment, this structure may test java virtual machine (JVM) 

comprising threads working in relation with one or more processors. 

K 
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Claims 

1. A method of testing an operating system comprising the steps of: 

a. invoking the operating system to create a process (101), said process having a first thread, 

b. executing repetitively at least a test function in said first thread of process (108), 

c. repeating step a. and step b. so as to create processes and to execute the test function in 
parallel and repetitively in the first thread of created processes until a given condition is 
satisfied, said given condition comprising the operating system resources being exhausted. 

2. The method of claim 1, wherein step b. further comprises initializing at least the test 
function. 

3. The method of claim 1, wherein the given condition of step c. further comprises a selected 
number of processes. 

4. The method of claim 1, wherein the selected number of processes of step c. further 
comprises a number of processes chosen by the user. 

5. The method of claim 1, wherein step a. further comprises invoking the operating system 
to create at least a second thread in said process. 

6. The method of claim 5, wherein said second thread of step a. is created by the operating 
system in relation to a configuration file. 

7. The method of claim 5, wherein said second thread of step a. is created by the operating 
system upon user request. 

8. The method of claim 5, wherein said second thread of step a. is created by the operating 
system upon first thread request. 

9. The method as claimed in any of claims 5 through 8, wherein step b. further comprises 
executing repetitively a test function in the first and at least in the second thread of said 
process. 
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10. The method as claimed in any of claims 5 through 9, wherein step c. comprises repeating 
step a. and step b. so as to create processes with first and at least second threads and to 
execute the test function in parallel and repetitively in the first and at least second thread of 
created processes until the given condition is satisfied. 

5 

11. The method as claimed in any of claims 5 through 10, wherein step c. further comprises 
cl. retrieving results of the test function applied in parallel in first and at least second threads 
of created processes. 

10 12. The method of claim 11, wherein step c. further comprises 

c2. deleting said at least second thread of created processes, 
c3. invoking test function termination by first thread of created processes. 

13. The method of claim 12, wherein step c. further comprises deleting said created 
15 processes. 

14. A framework (4) for testing an operating system (2), said framework (4) working in 
relation with at least a test function (51), wherein said framework comprising a test launcher 
(42) capable of 

20 - performing invocation of the operating system (2) to create a process (61), said process 

(61) having a first thread (611), 

- performing execution of the test function (51) in said first thread (611) of process (61) 
repetitively, 

and capable of repeating said invocation and execution so as the test launcher is capable of 
25 performing execution of the test function (5) in parallel and repetitively in the first thread 

of created processes (61,66) until a given condition is satisfied, said given condition 
comprising the operating system resources being exhausted. 

15. The framework of claim 14, wherein the test launcher (42) is further capable of 
30 initializing at least the test function (51). 

16. The framework of claim 14, wherein the given condition comprises a selected number 
of processes. 
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17. The framework of claim 16, wherein the selected number of processes comprises a 
number of processes chosen by the user. 

18. The framework as claimed in any of claims 14 through 17, wherein the test launcher (42) 
is further capable of performing invocation of the operating system (2) to create at least a 
second thread (612) in said process (61) . 

19. The framework of claim 18, wherein said second thread is created by the operating 
system in relation to a configuration file. 

20. The framework of claim 18, wherein said second thread is created by the operating 
system upon user request. 

21. The framework of claim 18, wherein said second thread is created by the operating 
system upon first thread request. 

22. The framework as claimed in any of claims 18 through 21, wherein the test launcher (42) 
is further capable of performing execution repetitively and in parallel of the test function (5) 
in the first (611) and second thread (612) of said created processes (61,66) until the given 
condition is satisfied. 

23. The framework as claimed in any of claims 18 through 22, wherein the test launcher (42) 
is further adapted to retrieve results of the test function applied in parallel in first and at least 
second thread of created processes. 

24. The framework of claim 23, wherein the test launcher (42) comprises a deletion module 
(44) adapted to delete said at least second thread of created processes, and to invoke test 
function termination by first thread of created processes. 

25. The framework of claim 24, wherein the test launcher (42) comprises a deletion of said 
created processes. 
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26. A software product, comprising the software functions for use in the method of testing 
the operating system in any of claims 1 through 13. 



27. A software product, comprising the software functions used in the framework for testing 
an operating system as claimed in any of claims 14 through 25. 

* ( AZ ^<fl*>) 
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